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Hardware

• Dell Optiplex GX520 PC 

• Vibrant Touch Screen Monitor

• Epson TM-T88IV Receipt Printer

• DigiPOS Cash Drawer inc Cable

• Pole Display

• Symbol LS9203 Scanner

• Belkin Surge and UPS

• Logitec Wireless Keyboard and Mouse

• Dione Chip & Pin Pad (optional)

Accessories
• 80mm Desk Grommet

• 12” Spiral Wrap

Data Cables

1. Touch Screen  VGA Cable

2. Touch Screen Data Cable

3. Scanner Data Cable

4. Receipt Printer Data Cable

5. Pole Display Data Cable

6. Surge and UPS Data Cable

7. Keyboard & Mouse Wireless Receiver

8. Chip & Pin Data Cable (optional) 

Power Cables 

A. PC Power Cable

B. Touch Screen Power Cable and Adapter

C. Pole Display Power Cable

D. Receipt Printer Power Cable and Adapter  

E. Chip & Pin Power Cable and Adapter (optional)

Contents

Page 1 of 10



Emporio Epos Setup Guide (Version 1.0 - 08/09/06)

1. Remove all packaging

2. Check all items are present  as per the hardware and cable list above
 (should any parts be missing please call EPoS support on 0845 094 0198)

3. You should have a cabinet similar to the diagram on page 11

4. Ensure a 80mm desk grommet is placed in the counter top hole

1. Place the touch screen to the near centre of the counter top 

2. Place the scanner to the left of the touch screen 

3. Place the receipt printer to the right of the touch screen 

4. Place the pole display to the far right of the touch screen 

5. Place the chip and pin pad to the far left of the touch screen (optional)

6. Place the cash drawer in the upper compartment  and feed the attached 
cable up through the grommet 

7. Place the PC in the middle compartment ensuring access is available to 
the rear connectors

8. Place the surge and UPS in the lower department ensuring a power 
socket is within reach

Pre-Setup

Equipment Placement
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1. Cash Drawer Cable
• RJ11 �Î  Receipt Printer

2. Touch Screen VGA Cable
• 14 Pin Male �Î  Touch Screen

3. Touch Screen VGA Cable
• 14 Pin Male �Î  PC VGA Port

4. Touch Screen Data Cable
• 9 Pin Female �Î  PC Serial Port 2

Data Cable Connections
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5. Touch Screen Data Cable
• 9 Pin Male �Î  Touch Screen

6. Scanner Data Cable
• RJ45 �Î  Scanner

7. Scanner Data Cable
• USB �Î  PC USB Port 1

8. Receipt Printer Data Cable
• Standard Printer USB �Î  Receipt Printer
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9. Receipt Printer Data Cable
• USB �Î  PC USB Port 2

10. Pole Display  Data Cable
• 25 Pin Male �Î  Pole Display 25 Pin Female

11. Pole Display Cable
• 9 Pin Female �Î  PC Serial Port 3

12. Surge and UPS Data Cable
• Standard Printer USB �Î  Surge and UPS
(ensure switch below socket is set to USB)
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13. Surge and UPS Data Cable
• USB �Î  PC USB Port 4

14. Keyboard and Mouse Wireless Receiver
• USB �Î  PC USB Port 5
• Do NOT  plug in the green PS2 connector

15. Chip and Pin Data Cable (optional)
• 9 Pin Male �Î  PC Serial Port 1

16. Your Network Cable:
• RJ45 �Î  PC Ethernet Port
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A. PC Power Cable
• Battery backup of UPS �Î  PC Power Socket

B. Touch Screen Power Cable
• Battery backup of UPS �Î  Adapter �Î  Touch Screen Power 
Socket

C. Chip & Pin Power Cable (optional)
• Battery backup of UPS �Î  Adapter �Î  Serial connector on 
Cable 15

D. Pole Display Power Cable
• Surge protect of the UPS �Î  Pole Display Power Socket

Power Cable Connections
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E. Receipt Printer Power Cable
• Surge protect of the UPS �Î  Receipt Printer Power Socket
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1. Plug in the UPS power supply to a mains socket

2. Turn the power switch onto 1 on the UPS 

3. Press the power button on the touch screen

4. Turn the power switch onto 1 on the receipt printer

5. Turn the power switch onto 1 on the pole display

6. Press the power button on the PC

1. Please wait for PC to boot and all devices to be installed

2. Check the keyboard and mouse are both working (if not 
you can press the connect button on the wireless receiver and 
then the red buttons on the underneath of the keyboard and 
mouse)

3. Cut the spiral wrap to correct size and wrap round the cables 
going to the desk grommet

Congratulations you have now setup your Till. You will need 
to check your scanner, receipt printer and cash drawer are all 
working correctly.  We suggest you put a sale through for a small 
item to test these.  You should be able to scan the item’s barcode, 
print a receipt and the cash drawer should open.

If you have any questions please contact the EPoS support line 
on 0845 094 0198

Switch On

Finally
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Upper compartment
(6 inches high)

Keyboard

Cash drawer

UPS

18 inches

hole drilled through 
unit for desk grommit 
cables

PC

Receipt printer

mouse

Barcode scanner

Touch-screen monitor

Middle compartment
(6 inches high)

Lower compartment
(6 inches plus)

80mm

Compartment Setup

Front view

Top view
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